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OPzS Standby Battery

With an extensive product range available Eternity Technologies prides itself on
world-class product design, production processes, technical development, cost
structure and global location.

Eternity Technologies vented lead-acid batteries for the standby power market. Optimised design results in alow maintenance, reliable
energy storage solution for critical and unstable applications.

OPzS Standby Technology

Positive plate Terminal

Maintains an airtight seal even when the plates
expand and grow throughout the lifetime of the cell

High energy density tubular design with low
antimony alloy for extended watering intervals

Negative plate Gauntlet

|ndus’[ry |eading nega’[ive p|ate design Non-woven, high—CapaCity pOlyeSter gauntlet

Separator Electrolyte

High-porosity and corrosion-resistant ensures
maximum capacity for the lifetime of the cell

Acid density of 1.24kg/l ensures low self-discharge
rates and long design life of the cell

Container Lid
Manufactured from Styrene-Acrylonitrile resin (SAN) Manufactured from Acrylonitrile-Butadiene-Styrene
whichis durable and heat resistant (ABS) whichis durable and heat resistant

High energy density Telecommunications / Mobile Phone Stations

Robust tubular positive electrode design, compliant with DIN 40736-1 Traffic Systems

Minimal maintenance due to low antimony alloy and large electrolyte volume UPS Systems

Operating temperature -20°C to +55°C Emergency Lighting

Low self discharge rate of approximately 3% per month at 20°C Electrical Switching

EUROBAT design life: Long Life > 12 years
Fully recyclable with low CO, footprint
20 year designlife at 20°C

6&12V Blocs compliant with DIN 40737-3
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Compliant with: [EC60896-11 Recyclable




OPzS Standby Power

Rated Max. Height Max.Height Max.filled Internal Shortcircuit
_ Voltage Plate Max.Length Max.Width overlid over pillar weight resistance current C10-1.8V
v) (Ah) (mm) (mm) (mm) (mm) (kg) (mOhm) (A) Cellat20°C
2 OPzS-ET100 2 50 105 208 360 375 13.6 0.95 1075 13
30PzS-ET 150 2 50 105 208 360 875 15.6 0.94 1613 169
4 OPzS-ET 200 2 50 105 208 360 375 174 0.89 2150 225
5OPzS-ET 250 2 50 126 208 360 375 212 0.74 2650 280
6 OPzS-ET 300 2 50 147 208 360 375 251 063 3200 335
50PzS-ET 350 2 70 126 208 475 490 285 0.67 2850 400
6 OPzS-ET 420 2 70 147 208 475 490 33.8 0.57 3450 480
7 OPzS-ET 490 2 70 168 208 475 490 38.0 05 4050 560
6 OPzS-ET 600 2 100 147 208 650 665 465 0.47 4300 690
7 OPzS-ET 700 2 100 147 208 650 665 50.3 0.35 5000 805
8 OPzS-ET 800 2 100 215 193 650 665 62.8 0.33 5700 920
90PzS-ET900 2 100 215 235 650 665 727 0.27 6400 1035
10 OPzS-ET 1000 2 100 215 235 650 665 767 0.27 7100 1150
11OPzS-ET 1100 2 100 215 277 650 665 871 0.23 7850 1265
12 OPzS-ET 1200 2 100 215 277 650 665 917 0.23 8550 1380
13 OPzS-ET 1300 2 100 215 277 650 665 937 0.23 9260 1450
11OPzS-ET 1375 2 125 215 277 800 815 107.3 0.23 7746 1513
12 OPzS-ET 1500 2 125 215 277 800 815 1.5 0.23 8450 1650
13 OPzS-ET 1625 2 125 215 277 800 815 1161 0.22 9872 1788
14 OPzS-ET 1750 2 125 215 400 775 790 146.3 017 10650 1925
15 OPzS-ET 1875 2 125 215 400 775 790 151.5 017 11391 2062
16 OPzS-ET 2000 2 125 215 400 775 790 156.4 017 12150 2200
17 OPzS-ET 2125 2 125 215 400 775 790 160.7 015 12920 2338
18 OPzS-ET 2250 2 125 215 400 775 790 162.3 015 13700 2475
19 OPzS-ET 2375 2 125 215 490 775 790 189.7 013 14440 2613
20 OPzS-ET 2500 2 125 215 490 775 790 1945 013 15200 2750
210PzS-ET 2625 2 125 215 580 775 790 215.6 012 15989 2888
22 OPzS-ET 2750 2 125 215 580 775 790 2205 (O 16750 3025
23 OPzS-ET 2875 2 125 215 580 775 790 2255 on 17538 3163
24 OPzS-ET 3000 2 125 215 580 775 790 227.3 oM 18300 3300
25 0OPzS-ET 3125 2 125 215 580 775 790 235.2 (O 19038 3438
26 OPzS-ET 3250 2 125 215 580 775 790 236.8 oM 19800 7
Rated Rated Actual Length Width Height Height Weight Internal Short
Voltage CapacityC,, CapacityC,, (L) (w) (H1) (H2) filled resistance circuit
according 1.80VPC current
toDINAh at20°C max. max. max. max.
v) (Ah) mm mm mm mm kg mOhm A
6V 30PzS-ET 150" 6 150 172 272 205 349 400 36.5 3.23 1884
6V 4 0PzS-ET 200* 6 200 230 272 205 349 400 471 2.80 2150
6V 50PzS-ET 250* 6 250 285 380 205 349 400 60.9 250 2620
6V 6 OPzS-ET 300* 6 300 345 380 205 349 400 671 210 2960
12V10PzS-ET 50 12 50 58 272 205 349 400 377 18.20 670
12V20OPzS-ET 100 12 100 115 272 205 349 400 494 9.40 1220
12V 3 OPzS-ET 150 12 150 172 380 205 349 400 69.8 6.60 1800
+5% weight tolerance *BV bloc batteries are manufactured in both type Aandtype B

versions; see diagram below



H1: Height over lid m— R
H2: Height over pillar
M10 threaded terminal
Torque: 23Nm H1  H2
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A global leader in the industrial battery
market providing world-class products
for Motive Power and Reserve Power

applications.

Eternity

ET/NP OPzS STANDBY V120724

Eternity Technologies FZ-LLC
AlJazeera/ AlHamra, PO Box 35102,
Ras Al Khaimah, UAE

Sales & service
info@eternitytechnologies.com

www.eternitytechnologies.com



