RESERVE POWER Eternity

ETB200OFT

VRLA Gel Front Terminal Battery resoors |}

Performance characteristics

Nominal Voltage 12V
Design Life 12years
Features

Nominal Capacity 25°C (77°F)
10hourrate (C,,1018V) 200AR Valve regulated lead acid battery
Self-Discharge technology
2% of capacity declined per month at 25°C (average)
Operating Temperature Range -40-50°C Maintenance free
Charge Methods Deep Cycle Resilient
Float Voltage: 2.25t02.27VPC @ 25°C / 77°F

Boost Voltage: 2.35t02.40VPC @25°C / 77°F Central degassing function available
Temperature compensation -5.0mV/°C/Cell Shelflife of 2 years
Terminal Torque 8Nm

Female Terminal M8

Front Terminal Adapter M8

Dimensions and weight Applications
Length 560mm 22.05in UPS Systems

Width 125mm 4.92in

Height container 328mm 12.91in Telecommunications
Weight 66.8kg 141541bs

NOTE: Thereis atolerance of +/-5%. Emergency Lighting

Utility

200FT with top terminal 200FT with front terminal adapter

Removable locks on
eachside for connecting
links or side cable lugs

Removable
terminal cover

Removable lock on
eachsideforlinks

Removable
terminal cover

N

Removable locks for front
cablelugs

ET/DATAETB200V2 0124 Compliant with [EC 60896-21/22
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Discharge Tables at 25°C (77°F)

Current/ Amps

EODV S5m 10Om 15m 20m 30m 45m 1ih 2h 3h 4h 5h 6h 7h 8h 9h 10h 20h

1,90 3191 2765 2436 2200 1816 1441 18.0 67.3 48.0 38.3 319 274 24.2 217 19.6 17.8 9.3
1,85 35632 3142 2826 2573 2089 1608 1307 779 56.7 445 36.5 31.0 270 239 214 194 1041
1,80 4187 3435 3069 2760 2226 1709 1396 821 59.4 46.6 38.0 32.3 279 24.6 22.0 20.0 10.5
1,75 5024 3797 3362 2984 2388 1801 1460 853 611 478 39.3 33.2 28.6 252 226 20.5 10.7
1,70 5968 4227 3605 3170 2487 1859 1498 876 62.6 48.8 39.8 33.8 29.3 26.0 233 211 10.9
1,65 6577 4657 3849 3319 2549 1893 1531 881 631 49.3 40.3 341 297 26.3 236 214 111

1.60 730.8 5018 4044 3471 2612 1943 1561 897 641 501 40.9 345 301 26.6 239 216 1.3

Capacity / Ah

EODV 5m 10Om 15m 20m 30m 45m 1h 2h 3h 4h 5h 6h 7h 8h 9h 10h 20h

1,90 2515 470 60.9 726 90.8 1081 1180 1346 1439 1531 1595 1646 1697 1738 1764 1778 1855
1,85 28.3 534 70.6 849 1045 1206 1307 1658 1700 1780 1824 1862 1888 1912 1930 1945 2022
1,80 33.5 58.4 767 911 m.3 1282 1396 1641 1782 1862 1901 1939 1962 1968 1981 1996 2098
1,75 40.2 64.6 84.0 98.5 19.4 1361 1460 1705 1833 1913 1964 1990 2003 2020 2032 2047 2144
1,70 477 7.9 9011 1046 1244 1395 1498 1751 1879 19562 1990 2028 2054 2077 2096 211 2175
1,65 52.6 79.2 96.2 1095 12v5 1420 1531 1763 1894 1971 2016 2047 2079 2103 2122 2137 2214

1.60 58.5 85.3 1011 1145 1306 1457 1561 1795 1922 2003 2047 2073 2105 2128 2147 2160 2265

Power / Watt per cell

EODV 5m 10m 15m 20m 30m 45m 1h 2h 3h 4h 5h 6h 7h 8h 9h 10h 20h

1,90 6151 5420 4446 4025 3296 2638 2285 1372 1006 797 67.6 56.1 472 415 39.0 36.5 154
1,85 6577 6029 4994 4431 3606 2827 2412 1474 1095 867 7.4 59.3 49.8 441 4.5 397 17.9
1,80 736.9 6394 5603 5046 3942 3078 2602 1590 1146 91.8 75.3 61.9 52.9 473 447 429 19.8
1,75 870.8 6881 6236 5600 4514 3455 2818 1679 1222 96.3 791 651 56.1 511 479 461 214
1,70 10231 7247 6492 5846 4676 3556 2881 1705 1235 969 79.7 66.3 574 51.8 49.2 46.4 215
1,65 1096.2 8038 6723 5969 4726 3644 2919 1718 1248 976 80.4 67.0 58.0 524 495 46.4 215

1.60 12068 8769 6942 6092 4825 3681 2945 1731 1260 982 81.0 67.6 58.7 53.2 49.7 46.7 218
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