RESERVE POWER

Eternity

13 OPzV-ET 1625

(2V 1788Ah @ 10hr)

Performance characteristics

Nominal Voltage

Number of cells

Design Life

Nominal Capacity 20°C (68°F)
10 hour rate (178A,1.8V)

5hour rate (315A,1.75V)
1hour rate (1043A,1.6V)

Internal Resistance
Fully Charged Battery 20°C (68°F)

Self-Discharge

2% of capacity declined per month at 20°C (average)

Operating Temperature Range
Maximum Discharge Current 20°C (68°F)

Charge Methods: Constant Voltage Charge 20°C (68°F)

Cycleuse

Maximum charging current
Standby use

Temperature compensation
Terminal torque

Discharge Constant Current (Amperes at 20°C)

Cells(V) 10m 15m 30m 1h 2h
1.60 16812 16278 13583 10426 609.7
165 1867.3 13182 12060 9957 5953
1.70 1276.3 12119 72 9402  589.9
175 1083 10743 10117 8276 5345
1.80 10457 9796 8795 706.1 509.4
1.83 920.8 8836 7743 5851 4834
1.85 8409 7927 6657 5306 4534
187 6809 6682 6492 5162 4370
190 5649 5475 5230 47563 3843

Discharge Constant Power (Watts at 20°C)

Cells(V) 10m 15m 30m 1h 2h
160 26994 24532 22040 17412 10959
165 22622 21727 2008.0 1690.7 1070.0
1.70 21726 2063.0 19127 16306 10531
175 19407 18812 17788 14693 966.3
1.80 18870 17676 15879 12832 936.3
1.83 16941 16256 14203 10777  899.9
1.85 1561.6 14721 1233.0 9879 849.6
1.87 12781 12564.3 1214.8 970.8 8271
1.90 10771 10440 10023 9069  736.6
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Features

High capacity density

Robust tubular positive electrode design,
compliant with DIN 40742

Low self discharge rate allows for up to 2 years
shelf life

Operating temperature -20°C to +55°C

20 year float life at 20°C (68°F)

EUROBAT designlife: Long Life > 12 years

Fully recyclable withlow CO, footprint

Applications

Telecommunications/ Mobile Phone Stations

Traffic Systems

UPS Systems

Emergency Lighting

Electrical Switching

Dimensions and weight

Length (max) 215mm
Width (max) 277 mm
Height: H1 (max) 800 mm
Total height: H2 (max) 815mm
Approx. weight (max) 116.7kg
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Compliant with IEC60896-21/22
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Charging voltage vs. Temperature

2.5
2.45
Max 2.40VPC
formax 48h
24 | N T —-

Boost/ Equalizing
formax 48h

CHARGE VOLTAGE (VPC)
»
w

2.25
2.2
215
24
-20 10 o 10 20 30 40 50
TEMPERATURE (°C)

Self discharge at different temperatures
CAPACITY

100 95 920 85 80 75 70 65 60 55 50 45 40

20

MONTHS

10°C
25

20°C
30

35

40

Float current: Residual charge current
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Storage: Determine the state of charge
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