RESERVE POWER Ete r “ ity

210PzV-ET 2625

(2V2888Ah @ 10hr)

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (288.8A,1.8V) 2888Ah )

5hour rate (508A,1.75V) 2540Ah Low self discharge rate allows for up to 2 years
Thour rate (1689A, 1.6V) 1689Ah shelflife

Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 013mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) 2724A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 1443.2A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
Emergency Lighting

1.60 27240 24755 22008 16893 9879 8037 5349 336.1 292.3
165 22154 21277 19524 161833 9645 7891 529.0 336.1 292.3
1.70 20617 19577 10847 15188 9529 7825 5226 3292 2888
175 17903 17354 16343 13369 8634 7479 5082 3292 2888
1.80 1689.2 15824 14207 11406 8229 7017 4764 3263 2888
1.83 14873 14273 12506 9450 7808 6589 4593 3144 270.3
1.85 18628 12847 1078.8 8599 7348 6019 4221 2997 2606

Electrical Switching

Dimensions and weight

Length (max) 215mm
187 11016 10811 10503 8351 7071 5790 4022 2895 2562 Width (max) 580 mm
190 9156 8875 8477 7704 6229 5035 3676 2693 2342 Height: H1 (max) 775mm
Total height: H2 (max) 790 mm
Discharge Constant Power (Watts at 20°C) Approx. weight (max) 215.0kg
Cells(v) 10m 15m 30m  1h 2h 3h 5h 8h  10h
160 43737 39748 35696 28124 17708 14742 10073 6415 5606 == B
165 36639 35189 82514 27382 17289 14474 9963 6415 5606 @o@
170 35099 33330 30885 26334 16983 14395 9843 6283 5538 w @o@
175 31370 30408 28728 23708 15587 13724 9571 6283 5538 ©o© H1  H2
180 30590 28655 25644 20733 15131 13037 8949 6217 5545 00
183 27456 26347 22930 17402 14534 12353 8708 6027 5184 I

185 25466 24005 19994 16001 13776 11365 8052 5768 500.8
187 20738 20352 19698 15704 13378 11005 7719 5604 4959
190 17437 16902 16373 14680 1928 6961 7M1 5233 4564 Compliant with IEC60896-21/22
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Float current: Residual charge current

FLOAT CURRENT (mA per 100 Ah)

150

2.35VPC
100

2.30VPC
50

2.23VPC

ELECTROLYTE TEMPERATURE (°C)

® +97172433535
) info@eternitytechnologies.com
®) www.eternitytechnologies.com
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Storage: Determine the state of charge

ocv (V)
N
°
o

100 90 80 70 60 50 40 30 20 10 o

SOC (% C10)

c1o

cs

c3

c1

Normal

Typical Decrease

Typical Increase

Watch

Alarm

‘OCV max

‘OCV min



