RESERVE POWER Ete r “ ity

70PzV-ET 490

(2V 580Ah @ 10hr) =

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (58A,1.8V) 580Ah )

5hour rate (13A.175V) 565Ah Low self discharge rate allows for up to 2 years
Thourrate (334A,16V) 334Ah shelflife

internal Reslstance Operating temperature -20°Cto +565°C
Fully Charged Battery 20°C (68°F) 0.47mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) T71A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 290A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10Om 15m 30m 1h 2h 3h 5h 8h 10h
160 7713 7098 5340 3336 1955 1620 1142 741 598 Emergency Lighting
165 7379 6816 5154 3295 1955 1620 1142 741 59.8 ) o
Electrical Switching
170 6530 5926 4660 3244 1953 1619 1141 741 597

175 5904 5425 418.9 316.5 189.9 156.2 13.0 73.4 g2
1.80 582.9 5214  390.3 28011 189.7 152.0 10.8 7.3 58.0
1.83 488.3 444 369.9 2609 175.8 147.9 104.4 71.0 57.2
1.85 4625 4056 3469 2454 172.6 145.0 101.5 69.4 56.4

Dimensions and weight

Length (max) 168 mm
187 4630 3961 3335 2274 1714 1382 969 669 544 Width (max) 208 mm
190 3410 3226 2612 1999 1590 1304 910 624 5 Height: H1 (max) 475mm
Total height: H2 (max) 490 mm
Discharge Constant Power (Watts at 20°C) Approx. weight (max) 40.3kg
Cells(V) 10m 15m 30m  1h 2h 3h 5h 8h  10h
160 12480 11484 8856 5867 3585 3017 2159 1422 1144 ==
165 12264 11330 8707 5766 3585 3017 2159 1422 144
170 1161 10130 8042 5731 3581 3015 2159 1421 1143
175 10358 9517 7408 5697 3498 2896 2136 1407 1131 A wom2
180 10513 9404 7061 5127 3515 2859 2097 1359 1l J_‘ el
183 8941 7587 6792 4845 3292 2784 1987 1361 103 -

1.85 856.9 7514 6446 4577 326.4 2745 194.5 133.5 108.0
1.87 862.5 7378 6256 4295 3264 2655 186.5 128.8 105.5

190 6376 6032 4973 3808 3057 2517 1763 1207  100.0 Compliant with IEC60896-21/22
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Eternity

Charging voltage vs. Temperature
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Self discharge at different temperatures
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Float current: Residual charge current
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Capacity vs. Temperature
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Float voltage deviation vs. Yearsin service

2.5

2.4

Normal

——— Typical Decrease

CELL VOLTAGE (V)
»
M
]

Typical Increase

Watch

Alarm

YEARS IN SERVICE

Storage: Determine the state of charge
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