RESERVE POWER Ete r “ ity

8 OPzV-ET 800

(2V 950Ah @ 10hr) =

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (95A,1.8V) 950Ah )

5hour rate (173A,175V) 861Ah Low self discharge rate allows for up to 2 years
1hour rate (565A, 1.6V) 565Ah shelflife

internal Reslstance Operating temperature -20°Cto +565°C
Fully Charged Battery 20°C (68°F) 0.39mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) 1016A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 475A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
160 10157 9912 8770 5646 3307 2525 1752 1194 979 Emergency Lighting

165 911.0 8992 7525 5411 3307 2525 175.2 19.4 979
1.70 8269 7945 681.0 5078 3268 2525 175.2 19.4 gre
175 714.3 680.1 5920 4247 3063 2476 172.2 174 g

Electrical Switching

180 6194 5805 4921 3981 2879 2347 1653 1131 950 . . .
183 5292 5147 4657 3694 2822 2241 1598 1109  90.2 Dimensions and welght
185 5078 4686 4285 3432 2552 2099 1516 1045 871 Length (max) 215 mm
187 4276 4168 3885 3153 2471 1988 1431 990 832 Width (max) 193mm
190 3408 3323 3123 2753 2143 1843 1295 918 771 Height: H1 (max) 650 mm
Total height: H2 (max) 665mm
Discharge Constant Power (Watts at 20°C) Approx. weight (max) 66kg
Cells(V) 10m 15m 30m  1h 2h 3h 5h 8h  10h
160 16370 15980 13390 9660 6000 4670 3300 2270 1860 .
165 15090 14900 12630 9340 6000 4670 3300 2270 1860
170 14090 13550 1710 8900 5930 4670 3300 2270  186.0 T_
175 12530 11930 10440 7590 5580 4590 3250 2240 1860 M © Wi H2
180 1170 10470 8900 7260 5320 4380 3130 2150 1820 |
183 9690 9420 8550 6810 5270 4210 3040 2120 1730
185 9450 8720 7950 6410 4810 3980 2890 2020 1670 -
187 8020 7820 7290 5940 4680 3800 2750 1920 1610
190 6490 6330 5930 5250 410 3570 2520 1790 1500 Compliant with [EC60896-21/22
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RESERVE POWER

Eternity

Charging voltage vs. Temperature
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Self discharge at different temperatures
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Float current: Residual charge current
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Capacity vs. Temperature
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Storage: Determine the state of charge
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