RESERVE POWER Ete r “ ity

12 OPzS-ET 1500

(2V 1650Ah @ 10hr)

Performance characteristics Features

Nominal Voltage 2V High energy density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736

10 hour rate (165A,1.8V) 1650Ah o . )
5hour rate (292A,175V) 1460Ah Minimal maintenance due to low antimony
1hour rate (906A. 1.6V) 906Ah alloy and large electrolyte volume
internal Reslstance Operating temperature -20°Cto +565°C
Fully Charged Battery 20°C (68°F) 0.23mOhm

Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I

Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 1470A

Charge Methods: Constant Voltage Charge 20°C (68°F)

Cycleuse 2.40V (time limited)

Maximum charging current 660A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell

Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

1.60 14268 13540 11550 9056 6231 462.0 3271 2174 178.6
165 12618 12035 10385 8279 5940 4484 3203 2164 178.6
1.70 10919 105631 9221 7454 556.1 4290 3086 2126 176.6
175 9240 8959 7998 656.1 5086 4009 2921 205.8 172.8
1.80 7541 7338 6697 5610 4484 3630 2689 1951 165.0
1.83 6484 6328 5843 4979 4057 3329 2504 1854 157.2
185 5785 5659 5280 4552 3766 3135 2388 178.6 1514

Emergency Lighting

Electrical Switching

Dimensions and weight

187 5057 4960 4649 4067 3416 2883 2232 1679 1436 Length (max) 215mm
190 3960 3902 3708 3329 2883 2494 2009 1514 1320 Width (max) 277 mm
Height: H1 (max) 800 mm
Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 815mm
Filled weight (max) 111.5kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 23197 22226 19460 15432 10871 8289 600.8 4076 339.7

165 21062 20237 17810 14316 10482 8075 5921 406.7 3397 == N
170 1873.2 18101 16112 13103 9949 7794 5726 401.8 337.8

175 16257 15821 14268 11744 9230 7386 5484 3911 331.0 T

1.80 13568.8 13297 12229 10288 8289 6784 5096 3737 318.4 w ! © * H1  H2
1.83 1841 11599 10774 9211 7551 6280 4766 3572 3048 |

1.85 10725 10482 980.3 8493 7066 5940 4571 3455 2951 L

1.87 9454 9279 8134 7648 6454 5494 4300 3261 2815

190 7522 7415 7066 6357 5532 4814 3911 2970 2601 . )
Compliant with IEC60896-11
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