RESERVE POWER

Eternity

13 OPzS-ET 1300

(2V 1450Ah @ 10hr)

Performance characteristics

Nominal Voltage 2V

Number of cells 1

Design Life 20 years

Nominal Capacity 20°C (68°F)

10 hour rate (145A,1.8V) 1450Ah

5hour rate (245A,1.75V) 1229Ah

1hour rate (826A,1.6V) 826Ah

Internal Resistance

Fully Charged Battery 20°C (68°F) 0.23mOhm

Electrolyte

Nominal S.G at20°C =1.240kg/I

Operating Temperature Range -20°Cto+55°C

Maximum Discharge Current 20°C (68°F) 1540A

Charge Methods: Constant Voltage Charge 20°C (68°F)

Cycleuse 2.40V (time limited)
Maximum charging current 580A

Standby use 225V 1%
Temperature compensation -3.5mV/°C/Cell

Terminal torque 23Nm

Discharge Constant Current (Amperes at 20°C)

Cells(V) 10m 15m 30m 1h 2h 3h Sh 8h 10h

1.60 14343 13761 11273 8267 5377 381.0 2541 184.2 162.5
165 12914 12279 10278  775.9 518.7 378.9 2541 184.2 162.5
1.70 1432 10796 9241 776 4964 3694 2508 179.9 150.3
175 9865 9325 811.9 6531 4689 3557 2459 176.8 149.2
1.80 8267 7843 6933 5790 4308 3334 2381 1715 145.0
1.83 7261 693.3 617.2 5229  398.0 312.3 2276 1661 1419
185 65694 6320 5652 4859 3768 2985 2201 161.9 139.8
1.87 5907 5694 5102 4403 3472 2794 2095 155.6 132.3
190 4859 4753 4276 3726 3017 249.8 194.7 145.0 1227

Discharge Constant Power (Watts at 20°C)
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h

160 235561 22758 19211 14608 9855  710.3 4816 3535 2942
165 21700 20799 17783 13813 9569 7082 4816 3535 2942
170 1968.8 18735 16301 12966 9198 6944 4774 346.1 2921
175 17465 16565 1460.8 11961 8743  670.0 4721 3419  290.0
1.80 14978 14290 12702 10744 8098 6320 4573 3324 2815
1.83 1839.0 12808 11432 9792 7537 5959 4392 3228 2763
1.85 12279 11802 10585  916.6 716.6 571.5 4276 317.6 2731
1.87 11061 10691 9632 8363 6637 5377 4086 3048 2614
190 9262 9072 819.2 776 5832 4847 3810 2858 2435
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Features

High energy density

Robust tubular positive electrode design,
compliant with DIN 40736

Minimal maintenance due to low antimony
alloy and large electrolyte volume

Operating temperature -20°C to +55°C

EUROBAT designlife: Long Life > 12 years

Fully recyclable withlow CO, footprint

Applications

Telecommunications/ Mobile Phone Stations

Traffic Systems

UPS Systems

Emergency Lighting

Electrical Switching

Dimensions and weight

Length (max) 215mm
Width (max) 277 mm
Height: H1 (max) 650 mm
Total height: H2 (max) 665mm
Filled weight (max) 93.7kg
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Compliant with IEC60896-11
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