RESERVE POWER

Eternity

15 OPzS-ET 1875

(2V2062.5Ah @ 10hr)

Performance characteristics

Nominal Voltage
Number of cells
Design Life

Nominal Capacity 20°C (68°F)
10 hour rate (206.3A,1.8V)
5hourrate (364.9A,1.75V)
1hourrate (1182.5A,1.6V)

Internal Resistance
Fully Charged Battery 20°C (68°F)

Electrolyte
Nominal S.G at20°C =1.240kg/I

Operating Temperature Range
Maximum Discharge Current 20°C (68°F)

Charge Methods: Constant Voltage Charge 20°C (68°F)

Cycleuse

Maximum charging current
Standby use

Temperature compensation
Terminal torque

Discharge Constant Current (Amperes at 20°C)

Cells(V) 10m 15m 30m 1h 2h
1.60 19479 18288 15400 11825 7920
165 17187 16271 13841 10817 7553
1.70 14896 14254 12329 9716 706.8
175 12604 12100 10679 8553  646.2
1.80 1031.3 9900 8929 7315 570.2
1.83 8855 8561 7792 6490 5152
185 7893 7654 7040 5940 4785
1.87 689.3 6701 619.7 5299 4336
190 5399 56280 4950 4345 3676

Discharge Constant Power (Watts at 20°C)

Cells(V) 10m 15m 30m 1h 2h

160 31671 29975 25942 20167 13841
165 28691 27317 23741 18700 1333.8
170 26575 24521 21496 1705.0 1260.4
175 22183 213568 19067 15308 11734
1.80 1860.8 17921 16316 13384 10541
1.83 16225 15721 14392 12008  957.9
1.85 14621 14209 13108 1109.2  898.3
1.87 12879 12513 10863 994.6 819.5
190 1026.7 1003.8 9442 8296 7058
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1
20years

2062.5Anh
1823.4Ah
182.5Ah

017mOhm

-20°Cto+55°C
2002.5A

2.40V (time limited)
825A

225V +1%

-3.5mV/°C/Cell

23Nm

8h 10h
2723 2228
2704 2228
2659 2209
2576 2154
2429 2063
2310 1961
2228 1898
2099 1796
189.8 1650
8h 10h

5106 4235
5088 4235
5023 4217
4895 4125
4647 3979
4446 3804
4309 3703
4079 3520
3722 3254

Features

High energy density

Robust tubular positive electrode design,
compliant with DIN 40736

Minimal maintenance due to low antimony
alloy and large electrolyte volume

Operating temperature -20°C to +55°C

EUROBAT designlife: Long Life > 12 years

Fully recyclable withlow CO, footprint

Applications

Telecommunications/ Mobile Phone Stations

Traffic Systems

UPS Systems

Emergency Lighting

Electrical Switching

Dimensions and weight

Length (max) 215mm
Width (max) 400mm
Height: H1 (max) 775mm
Total height: H2 (max) 790 mm
Filled weight (max) 151.5kg
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Compliant with IEC60896-11
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