RESERVE POWER Ete r “ ity

24 OPzS-ET 3000

(2V 3300Ah @ 10hr)

Performance characteristics Features
Nominal Voltage 2V High energy density
Number of cells 1
Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736
10 hour rate (330A,1.8V) 3300Ah o . )
5hour rate (584A.175V) 2920Ah Minimal maintenance due to low antimony
1hour rate (1847A.16V) 1847Ah alloy and large electrolyte volume
Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 011mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 3088A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)

Maximum charging current 1320A
Standby use . 225V +1% Applications

Temperature compensation -3.5mV/°C/Cell
Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

160 29996 28272 23790 18470 12461 9240 6531 4354  356.6
165 26499 25169 21425 16845 11870 8974 6403 4324  356.6
1.70 22952 21967 19012 15170 1M131 8580 6167 42566 3527
175 19406 18716 16500 13397 10146 8019 5841 427 344.8
1.80 1581.0 16318 13791 11427 8974 7260 5379 3891 330.0
1.83 13594 13249 12018 10146 8127 6649 5024 3694 3142
1.85 12166 11821 10836 9279 7526 6265 4787 3566 3034

Emergency Lighting

Electrical Switching

Dimensions and weight

187 10590 10343 9575 8284 6827 5753 4482 3349 2876 Length (max) 215mm
190 8314 8156 7654 6787 5773 4984 4029 3034 2640 Width (max) 5380 mm
Height: H1 (max) 775mm

Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 790mm
Filled weight (max) 227.3kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 48761 46348 40093 31473 21721 16599 12018  816.6 6777

165 44230 42260 36743 29158 20933 16155 11821 8127 6777 == .
170 39354 37778 33197 26646 19849 15613 11427 8038 6738 @o@

175 34133 33049 20454 23987 18421 14776 10984 7841  660.0 w @o@

180 28518 27730 25169 20933 16599 13594 10196 7447 6373 o o© H1  H2
183 24873 24331 22164 18766 15121 12510 9575 7112 60938 0 0

185 22509 21918 20145 17288 14136 11870 971 6896 5920 — .

1.87 1980.0 19357 16746 15564 12904 10934 8629 6511 563.5

190 15810 15515 14579 12954 11082 9624 7831 5950 5201 . )
Compliant with IEC60896-11
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