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26 OPzS-ET 3250

(2V 3575Ah @ 10hr)

Performance characteristics Features
Nominal Voltage 2V High energy density
Number of cells 1
Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736
10 hour rate (357.5A,1.8V) 3575Ah o . )
5hourrate (632.8A.175V) 3164Ah Minimal maintenance due to low antimony
Thour rate (2000.9A, 1.6V) 2000.9Ah alloyand large electrolyte volume
Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 011mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 3346A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)

Maximum charging current 1430A
Standby use . 225V +1% Applications

Temperature compensation -3.5mV/°C/Cell
Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

1.60 32496 30628 25773 20009 13499 10010 7075 4.7 386.3
165 28707 27266 23210 18249 12859 9722 6937 4684  386.3
1.70 24865 23798 20596 16434 12059 9295 6681 4611 3821
175 21023 20276 17875 14513 10992 8687 6328 4471 3735
1.80 17128 16595 14940 12379 9722 7865 5827 4215 3575
1.83 14727 143563 13020 1099.2 8804 7203 5443 4002 3404
1.85 1318.0 12806 11739 10052 8153 6787 5186 3863 3287

Emergency Lighting

Electrical Switching

Dimensions and weight

187 1473 11205 10373 8974 7396 6232 4856 3628 3116 Length (max) 215mm
190 9007 8836 8292 7353 6254 5399 4365 3287 2860 Width (max) 5380 mm
Height: H1 (max) 775mm

Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 790mm

Filled weight (max) 236.8kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 52825 50210 43434 34096 23531 17982 13019 8847 7342

165 47916 45781 39805 31588 22677 17501 12806 8804 7342 == N
170 42633 40926 35963 28867 21503 16915 12379 870.8 7299 @0@

175 36977 35803 31908 25985 19956 16007 11899 8495 7150 W ©°@

180 30894 30041 2726.6 22677 17982 14727 11045 8068  690.5 ©O© H1  H2
183 26946 26359 24011 20329 16381 13553 1037.3 7705 660.6 (oNe}

185 24385 23744 21824 18729 15314 12859 9935 7470 6414 I

1.87 21450 20970 18142 16861 13980 11846 9348 7054 610.4

190 17128 1680.8 15794 14034 12006 10426 8484 6446 5634 . )
Compliant with IEC60896-11
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