RESERVE POWER Ete r “ ity

20PzS-ET 100

(2V 112.5Ah @ 10hr)
Performance characteristics Features
Nominal Voltage 2V High energy density
Number of cells 1
Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736
10 hour rate (11.25A,1.8V) 112.5Ah o . )
5hourrate (20.5A,175V) 102 5Ah Minimal maintenance due to low antimony
1hour rate (63.5A.16V) 63.5Ah alloy and large electrolyte volume
Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 1.0mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable with low CO,, footprint
Maximum Discharge Current 20°C (68°F) 186.5A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 45A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell
Terminaltorque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems
160 1625 1404 999 63.6 407 315 210 14.2 17 o
165 1504 1309 957 621 402 313 211 42 117 Emergency Lighting
170 1857 1204 904 605 396 308 209 14.2 17 ) .
Electrical Switching
175 1188 1078 831 57.3 387 300 206 141 1.6
1.80 99.9 915 736 531 36.8 287 19.8 135 1.3
183 873 805 663 498 349 274 19.0 13.2 1.0 = = =
1.85 789 731 621 475 337 26.4 184 13.0 109 Dimensions and WEIght
1.87 705 657 563 443 318 250 175 125 104 Length (max) 105mm
190 57.3 547 484 396 289 229 16.4 1.9 96 Width (max) 208 mm
Height: H1 (max) 360mm
Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 375mm
Filled weight (max) 13.6kg
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
160 2666 2329 1704 1120 741 589 400 273 227
165 2529 2224 1656 109 741 584 400 273 227 = [

170 2340 2093 159.8 108.8 731 579 39.8 273 227
175 210.8 191.9 149.8 105.2 720 56.8 39.3 272 225
1.80 181.9 166.7 134.6 98.9 68.9 54.2 38.0 26.2 219
1.83 160.9 148.8 123.6 931 66.3 521 36.6 256 215
1.85 146.7 136.7 157 89.4 64.2 50.5 35.6 253 212
1.87 131.5 123.6 106.7 841 61.0 481 34.2 24.5 20.3
190 108.8 104.1 925 76.3 55.7 44.4 320 233 19.0

Compliant with IEC60896-11
ET/DATAOPZSSTANDBY 100V6 0724
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