RESERVE POWER Ete r “ ity

4 OPzS-ET 200

(2vV 225Ah @ 10hr)

Performance characteristics Features

Nominal Voltage 2V High energy density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736

10 hourrate (22.5A,1.8V) 225Ah o . )
5hour rate (41A, 175V) 205Ah Minimal maintenance due to low antimony
1hour rate (127A,16V) 127Ah alloy and large electrolyte volume

Internal Resistance Operating temperature -20°C to +55°C

Fully Charged Battery 20°C (68°F) 0.89mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable with low CO,, footprint
Maximum Discharge Current 20°C (68°F) 373A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 90A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell
Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10Om 15m 30m 1h 2h 3h 5h 8h 10h UPS Systems

1.60 3249 2807 199.8 1272 81.3 63.0 420 28.3 234
165 3007 2618 1914 1241 80.3 62.5 422 28.3 234
1.70 271.3 2408  180.8 120.9 791 61.6 M7 28.3 234
175 2376 2155 1661 14.6 773 60.0 441 281 232
1.80 199.8 182.9 1472 106.2 735 574 395 26.9 225
1.83 174.5 160.9 132.5 B8le 69.8 547 37.9 26.3 22.0
1.85 1577 1461 1241 94.9 674 52.8 36.7 2569 217

Emergency Lighting

Electrical Switching

Dimensions and weight

187 1409 1314 1125 886 635 499 35 249 207 Length (max) 105mm

190 1146 1093 967 791 578 457 327 237 192 Width (max) 208mm

Height: H1 (max) 360mm

Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 375mm
Filled weight (max) 17.4kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 5331 4658 3407 2239 148.2 17.8 80.0 54.5 453
165 5057 4447 331.2 221.8 148.2 16.7 80.0 54.5 453
170 4679 418.5 319.6 2176 1461 157 79.5 54.5 453
175 4216 3838 2996 210.3 144.0 13.6 785 54.3 450
1.80 363.8 3333 2692 1977 1377 108.3 76.0 523 438
1.83 3217 2975 2471 1861 132.5 104.2 731 51.2 43.0
1.85 2933 2734 2313 1787 128.3 101.0 711 50.5 424
1.87 262.9 2471 2134 168.2 122.0 96.2 68.3 48.9 40.6
190 2176 2082 1850 152.5 m.4 88.8 64.0 46.6 38.0

Compliant with IEC60896-11
ET/DATAOPZSSTANDBY 200V8 0724
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