
7 OPzS-ET 700
(2V 805Ah @ 10hr)

High energy density

Robust tubular positive electrode design, 
compliant with DIN 40736

Minimal maintenance due to low antimony 
alloy and large electrolyte volume

Operating temperature -20°C to +55°C

EUROBAT design life: Long Life > 12 years

Fully recyclable with low CO
2

 footprint

Features
Nominal Voltage	 2V
Number of cells	 1
Design Life	 20 years

Nominal Capacity 20°C (68°F)
10 hour rate (80.5A, 1.8V)	 805Ah
5 hour rate (138.9A, 1.75V)	 694Ah
1 hour rate (463.6A, 1.6V)	 463.6Ah

Internal Resistance
Fully Charged Battery 20°C (68°F)	 0.35mOhm

Electrolyte
Nominal S.G at 20°C = 1.240kg/l

Operating Temperature Range	 -20°C to +55°C

Maximum Discharge Current 20°C (68°F)	 942A

Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycle use	 2.40V (time limited)
          Maximum charging current	 322A
Standby use	 2.25V ± 1%
          Temperature compensation	 -3.5mV/°C/Cell 
Terminal torque	 23Nm Telecommunications/ Mobile Phone Stations

Traffic Systems

UPS Systems

Emergency Lighting

Electrical Switching

Applications

Performance characteristics

10 m

1.60

1.65

1.70

1.75

1.80

1.83

1.85

1.87

1.90

877.5

787.3

694.4

598.9

498.9

436.1

394.5

350.4

284.8

Cells (V) 30 m

811.2

729.0

644.0

557.3

467.1

410.5

373.3

334.4

275.1

652.0

595.4

536.1

472.4

404.3

360.1

330.0

298.1

249.5

15 m 2 h

463.6

444.1

416.7

380.4

334.4

302.6

281.3

256.6

219.4

302.6

296.4

284.8

268.0

245.0

225.6

213.2

196.4

171.6

1 h 5 h

219.4

215.9

209.7

199.9

186.6

176.1

169.0

157.5

140.6

143.3

143.3

141.6

138.9

134.5

128.3

124.7

118.6

109.7

3 h 10 h

102.6

102.6

100.9

99.1

95.6

92.9

91.1

86.8

80.5

84.6

84.6

83.7

82.1

80.5

78.6

77.4

73.8

68.5

8 h

10 m

1.60

1.65

1.70

1.75

1.80

1.83

1.85

1.87

1.90

1437.5

1322.5

1198.7

1061.6

906.8

803.3

733.3

657.3

543.1

Cells (V) 30 m

1344.6

1234.0

1119.0

990.8

850.2

758.1

696.2

628.1

525.4

1110.2

1030.6

946.6

849.2

740.4

667.0

618.4

561.8

477.7

15 m 2 h

818.3

791.7

752.9

695.3

619.2

565.3

529.9

487.5

422.9

553.8

545.8

529.0

500.7

460.0

427.3

406.0

376.0

331.7

1 h 5 h

407.8

403.4

392.8

376.0

353.9

336.2

323.8

303.5

274.2

271.6

271.6

269.9

266.3

258.3

248.6

242.4

230.9

215.0

3 h 10 h

196.4

196.4

193.7

191.1

185.8

181.4

177.8

169.8

159.3

163.6

163.6

161.9

159.3

156.5

153.0

151.3

145.1

135.4

8 h

Discharge Constant Power (Watts at 20°C)

Discharge Constant Current (Amperes at 20°C)

Length (max)		  147 mm
Width (max)		  208 mm
Height: H1 (max)		  650 mm
Total height: H2 (max)	 665 mm
Filled weight (max)		  50.3 kg

Dimensions and weight

W

L
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Compliant with  IEC60896-11
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Capacity factor vs. Temperature - discharge current I10

Charging voltage vs. Temperature Self discharge
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Float Life vs. Average Temperature


